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Frame

CHARACTERISTICS

Ä˸ŘǔǚŘŽǚƬ�ǔȭ�ǜǒʁƬƬ�ʊǜŘȭƞŘʁƞ�ɍʹ̋�ȧȧ�˹ǔƞǜǒ�ɤǔȭǜƬʁȭŘǚɦ�ʊǔ˘Ƭʊ�ɤǮƙ�ȴƖʯ�Řȭƞ�
ȴɯȴɦ�Řȭƞ�ǔȭ�ǜ˹Ɂ�ʊǜŘȭƞŘʁƞ�ȴ̋ȧȧ�˹ǔƞǜǒ�ɤǔȭǜƬʁȭŘǚɦ�ʊǔ˘Ƭʊ�ɤɍ�Řȭƞ�ǣɦƖ

Designed to be bolted inside or outside the electrical panel 
ŽɁŘʁƞʤƋŘŽǔȭƬǜƖ

Materials: Aluminium.

�ñȴȴ�Řȭƞ��ñȴʕ�ɡʁɁǜƬƋǜǔɁȭƖ

To be sealed with Hawke DM series: DM tolerant and blank 
sealing modules, CSDM compression system and stayplates.

Hawke H-DM is a low weight cable sealing solution, designed 
ǌɁʁ�ǜǒƬ�ʊƬŘǚǔȭǷ�Ɂǌ�ƬǚƬƋǜʁǔƋŘǚ�ɡŘȭƬǚ�ŽɁŘʁƞʊ�Řȭƞ�ƋŘŽǔȭƬǜʊ�ŘǷŘǔȭʊǜ�
Ƭ˾ǜƬʁȭŘǚ�ƋɁȭƞǔǜǔɁȭʊƖ
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H-DM Frame
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Installation references

See accessories

See installation guide
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